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> Powerful MT8195 Octa-core SOC

> Android 13 pre-installed, Google EDLA certified 

> 8 GB RAM / 128 GB SSD

> 4K60 output via JAE and HDMI 

> 3x USB-A, 1x USB-C - USB 3.2 Gen1

> WiFi 6, Bluetooth 5.2 and Gigabit LAN

> Android security patches will be provided

MT8195 | Android
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Technical data  

Kindermann OPS PC

Ref. No. 3051 000 100

Processor
CPU Mediatek MT8195

Frequency up to 2,4 GHz

Cores 4 performance and 4 efficiency cores

RAM
Size 8 GB

Type LPDDR4x

Graphics

GPU Mali G57 MC5

HDMI OUT (80Pin JAE/HDMI) 4096 x 2160 @ 60 Hz

HDMI IN 4096 x 2160 @ 60 Hz

Network
Controller 10/100/1000 MBits

Interface 1x RJ45

WIFI/Bluetooth Controller Wifi 2.4, 5 & 6 GHz, 
supports 802.11ax, Bluetooth 5.2

I/O

USB 1x USB 3.2 Gen1 (type C) 
3x USB 3.2 Gen1 (type A)

Audio in/out 1x 3,5 mm mic in / 1x 3,5 mm line out

Buttons Power, Reset

LED Indicators Power, SSD

Storage eMMC 128 GB

Features

WatchDog Timer yes

Auto Power On yes

RTC yes

Wake on Lan no

Operation  
System Android 13 Google certified including GMS (Google Mobile Services) and the Google App suite

Power Type 12V / 19V

Mechanical

Dimensions (WxDxH) 180 x 119 x 30 mm

Construction metal 

Color black

Weight about 1,25 kg

Environment
Operating Temperature -5° - 45° C

Relative Humidity 10 - 95 % (non condensing)

Certification CE / UKCA

Scope of delivery 3x Wi-Fi antenna


