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A R C H I T E C T S   S P E C I F I C A T I O N S
The monitor mount shall be an InFocus model _________ and shall be mounted where indicated on the plans. It shall be constructed of
heavy gauge cold rolled steel, and finished with scratch resistant Black Fused Epoxy.  Assembly and installation shall be done
according to instructions provided by the manufacturer.

Dimensions:

Weight:
.665 lb (.3 kg)

Shipping weight:
1 lb (.45 kg)

Maximum Load Capacity:
5 lb (2.28 kg)

Shipping Carton dimensions:
L= 7.75 in. (197 mm)
W= 3.5 in. (89 mm)
H= 3.5 in. (89 mm)

TECHNICAL DATA SHEET - INLITESHOW-MOUNT: INLITESHOW Wireless Accessory
Mount Adapter

MODEL: INLITESHOW-MOUNT

The INLITESHOW-MOUNT is designed to attach the InLiteShow
Wireless Presentation accessory to the SP-CEIL-UNIV projector mount.
The simple design and clean look allows for an installation that can be
completed in a matter of minutes.

Features:
• Attaches an INLITESHOW wireless presentation accessory to the

SP-CEIL-UNIV ceiling mount.
• Thumb screws provided for a fast and easy installation.



ISSUED: 01-31-08   SHEET NO: 120-9524-1

Visit the InFocus Web Site at www.infocus.com

TECHNICAL DATA SHEET

page 2 of 2

MODEL: INLITESHOW-MOUNT
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